
Introduction of TD200 Marine Searchlight 
 

Before installation and using this searchlight, please read this introduction carefully. 
1 installation  
1.1 Drill the holes in terms of the dimension shown in the figure (1) 

 
 
 
 
 
 
                                   

 
 
 
 

 
Figure (1) Dimension of installation. 

1.2 Takes the search light out of package, and loose the fastened wheel, screw2 and 
handle3 as shown in the figure (2). 

 
 
 
 
 
                               
 
 
 

1-Fastened wheel         2-screw          3-handle 
1.3 Install the searchlight to the position of holes. Pay attention to “O” ring, and 

spread some suitable sealing on the installation surface, such as silicon grease. 
1.4 Install the search light in the reversion of 1.2 
1.5 Check the installation of searchlight, adjusting and controlling for left, right and 

upside to see if it is flexible. 
1.6 Connect the power source in terms of the power source of bulb, power and 

maximum capacity. And connect the yellow, and green line with floor. 
2. Attention  
2.1 Connect with power only after been installed steady. 
2.2 Never look at the illuminating light to avoid the harm to eyes. 
2.3 Never wipe the light when it is working. 
2.4 The inner pressure of bulb is much lager than the outer pressure. Although the 

structure is firm, there is still a possibility of explosion.  



2.5 Prevent the bulb away from rain, snow, water and other liquid drops, which may 
cause explosion.  

2.6 There needs enough cool when remove the search light, due to the explosion may 
be caused by dash of engine or heat. 

 
2.7 Never focus the light to people or animals.  
3. Exchange of bulb 
3.1 turn off the power source. Note that the high temperature of bulb, continue the 

work only after the cooling. 
3.2 Loose the lock, and take out the transparent parts and lampshade. 
3.3 Put on the protective glasses, loose the spring in the bottom of lampshade, take out 

the lamp holder and pull out the bulb. 
3.4 put the new bulb on the lamp holder with a piece of clean cloth. (The finger does 

not touch the bulb or alcohol, and it is need to dry the bulb). Using the spring 
fixed the lamp holder. 

3.4 put on the transparent part and lampshade again. 
4. Maintenance  
4.1 Once finish using, turn off the light to increase the usage. 
4.2 Clean the light with soft cloth and clean water frequency. 
4.3 Clean the inside of the light and the transparent part. 
4.4 Clean the reflective mirror and the transparent parts if necessary  
4.5 Check all the parts to see if there is corrosion or damage 
4.6 Lubricate the moving or sliding parts. 
 
5 Technical references 
5.1 Maximum power: 300w 
5.2 Power source: AC220~240V/=24V 
5.3 Protective glass of shell: IP56 
5.4 Angle of light: about 60 

5.5 Temperature: -20℃~+40℃ 
5.6 Power of bulb: 250w 
5.7 Light intensity: not less than 500cd 
5.8 Range of moving from left to right: more than 1800 

5.9: Angle of elevation: 300 

   Angle of depression: 450 

5.10 Mass: 5kg 
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